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MP W3 Series

ompact & Lightweight
orter Working Distance
inal Distortion Design

es Corner Brightness

IMX250 RJ32S4 IMX178
IMX264 S3AAODK 1/1.8" 2.4pym
2/3" 3.45pm 2/3" 3.45pm

EV2505M
1/1.8" 2.8pm

8 models available (5, 8, 12, 16, 25, 35, 50, 75mm)



computar MPW3 Series

M0528-MPW3 M0828-MPW3

Model No. MO528-MPW3 Effective Front $45.5mm Model No. MO828-MPW3 Effective Front $21.2mm
Focal Length 5mm Lens Aperture Rear $9.9mm Focal Length 8mm Lens Aperture Rear $10.1mm
Max. Aperture Ratio 1:2.8 2/3type(Y=55mm)| 0.0% Max. Aperture Ratio 128 2/3type(Y=55mm)| -1.8%
Max. Image Format 8.8mm x 6.6mm(¢11mm) | Distortion  [1/18type(Y=45mm)| -2.1% Max. Image Format 8.8mm x 6.6mm(@11mm) | Distortion [1/18typel¥=45mm)| -1.7%
Operation Range | Iris F28-16.0 1/2.5type(Y=355mm) | -2.7% Operation Range | Iris F28-16.0 1/2.5type(Y=3.55mm) | -1.3%
Focus 0.1m - inf. Back Focal Length 9.2mm Focus 0.1m - inf. Back Focal Length 9.2mm
Control ris Manual Flange Back Length 17.526mm Control ris Manual Flange Back Length 17.526mm
Focus Manual Mount C-Mount Focus Manual Mount C-Mount
Object Dimension| 2/3 Type 570.6 x 427.3 mm Filter Size M72 P=0.75mm Object Dimension| 2/3 Type 122.2 x 90.8 mm Filter Size M30.5 P=0.5mm
at M.OD. 1/18Type | 467.0 x 347.4 mm Dimensions $75mm x 54mm at MO.D. 1/18Type | 98.2x 758 mm Dimensions $32mm x 35.5mm
1/3 Type 367.3 x 274.6 mm Weight —g 1/3 Type 656 x 49.0 mm Weight 589
Angle of View D [ 94.6” Angle of View D 685" [ 57.7° [ 47.2°
H 2/3type | 83.2° 1/1.8 type 1/2.5 type H 2/3 type 57.0° 1/18type | 473 1/2.5 type | 385°
v I 675 v 442 I 375 I 294"
Operating Temperature -10°C - +50°C Operating Temperature -10°C - +50°C
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lodel No. M1228-MPW3 Effective Front $18.8mm odel No. M1628-MPW3 Effective Front $14.1mm
Focal Length 12mm Lens Aperture Rear $10.3mm ocal Length 16mm Lens Aperture Rear $9.1mm
ax. Aperture Ratio 1:28 2/3type(Y=55mm)| -0.1% ax. Aperture Ratio 128 2/3type(Y=55mm)| 0.5%
ax. Image Format 8.8mm x 6.6mm(é11mm) | Distortion [1/18type(Y=45mm)| 0.0% ax. Image Format 8.8mm x 6.6mm(é11mm) | Distortion [1/18typelY=45mm)| 0.2%
Operation Range | Iris F2.8-16.0 1/25typelY=355mm)| 0.0%% Operation Range | Iris F2.8-16.0 1i25type(Y=3.55mm]| 0.0%
Focus 0.1m - inf. Back Focal Length 9.2mm Focus 0.25m - inf. Back Focal Length 10.3mm
Control Iris. Manual Flange Back Length 17.526mm Control Iris Manual Flange Back Length 17.526mm
Focus lanual Mount C-Mount Focus Manual Mount C-Mount
Object Dimension| 2/3 Type 3.0 x 62.0 mm Filter Size M27 P=0.5mm Object Dimension| 2/3 Type 1406 x 1054 mm Filter Size M27 P=05mm
at MOD. 1/1.8 Type 7.7 x 50.6 mm Dimensions $29mm x 43 5mm at MOD. 1/18Type | 1150 x86.2 mm Dimensions $29mm x 29mm
1/3 Type 3.4 x 40.2 mm Weight 60g 1/3 Type. 91.0 x 68.6 mm Weight 379
Angle of View D 49.3° [ Angle of View D 37.8° [
H 2/3 type 403 H 2/3 type 307" 1/1.8 type 1/2.5 type
v 308 v 233"
Operating Temperature -10C - +50C Operating Temperature -10C - +50C
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lodel No. 2528-MPW3 Effective Front $14.1Tmm lodel No. M3528-MPW3 Effective Front $17.8mm
Focal Length 5mm Lens Aperture Rear $10.5mm ocal Length 35mm Lens Aperture Rear $11.8mm
ax. Aperture Ratio 28 2/3typelY=55mm)| 0.8% ax. Aperture Ratio 128 2/3type(Y=55mm)| 0.1%
lax. Image Format 8mm x 6.6mm(¢11mm) Distortion 1/1.8type(Y=45mm) | 0.5% lax. Image Format 8.8mm x 6.6mm(¢11mm) Distortion 1/18type(Y=45mm)| 0.0%*
Operation Range [ Iris 28-160 1/25typelY=355mn)| 0.3% Operation Range [ Iris F2.8-16.0 1725typelY=355mm)| 0.0%%
Focus 0.2m - inf. Back Focal Length 11.5mm Focus 0.25m - inf. Back Focal Length 18.0mm
Control Iris Manual Flange Back Length 17.526mm Control Iris. Manual Flange Back Length 17.526mm
Focus Manual lount C-Mount Focu: Manual lount C-Mount
Object Dimension| 2/3 Type 70.7 x 53.0 mm Filter Size M27 P=05mm Object Dimension| 2/3 Type 45.1 x 33.8 mm Filter Size M27 P=05mm
at MOD. 1/18Type | 67.8x 433 mm Dimensions $29mm x 31.5mm at MO.D. 1/18Type | 36,6 x 274 mm Dimensions $29mm x 38.5mm
1/3 Type 45.7 x 34.5 mm Weight 429 1/3 Type 29.3x21.9 mm Weight 489
Angle of View D 246 [ 20.3° [ 16.1° Angle of View D 17.9° [ 14.4° [ 116
H 2/3 type 19.9° 1/18type | 16.3" 1/25type | 13.0° H 2/3 type 143" 1/18type | 1.7 1/25 type | 93"
v 15.0° I 123" I 9.8 v 108" I 87" I 7.0°
Operating Temperature -10C - +50C Operating Temperature -10C - +50C
Dimensions 315 Max 32) — 17,56 — = 38.5 (Max 39) .56 ——
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Model No. M5028-MPW3 Effective Front 617.8mm Model No. M7528-MPW3 Effective Front $26.1mm
Focal Length 50mm Lens Aperture Rear $9.9mm Focal Length 75mm Lens Aperture Rear $15.8mm
Max. Aperture Ratio 128 0.0%% Max. Aperture Ratio 128 2/3type(Y=55mm)| 0.3%
Max. Image Format 8.8mm x 6.6mm(é11mm) __| Distortion 0.0%% Max. Image Format 8.8mm x 6.6mm(é11mm) | Distortion [1/18typelY=45mm)| 0.2%
Operation Range | Iris F2.8-16.0 1/25type(¥=355mm)| 0.0%* Operation Range | Iris F2.8-16.0 1725typelY=355mm)| 0.1%
Focus 0.3m - inf. Back Focal Length 263mm Focus 0.4m - inf. Back Focal Length T4.6mm
Control Iris. Manual Flange Back Length 17.526mm Control Iris Manual Flange Back Length 17.526mm
Focus Manual Mount C-Mount Focus Manual Mount C-Mount
Object Dimension| 2/3 Type 64.1 x 48.1 mm Filter Size M27 P=0.5mm Object Dimension| 2/3 Type 47.0 x 352 mm Filter Size M34 P=05mm
at MOD. 1/18Type | 525 x39.4 mm Dimensions $29mm x 56mm at MO.D. 1/18Type | 38.4x288mm Dimensions $36mm x 75mm
1/3 Type. 415x31.3mm Weight 659 1/3 Type. 30.4 x 22.9 mm Weight 1029
Angle of View D [ 125 [ 10.2° [ 8.1° Angle of View D [ 8.4° [ 6.9° [ 54
H 2/3type | 10.0° 1/18type | 8.2" 1/25 type | 65 H 2/3type | 6.7 1/18type | 55° 1/25 type | 43"
v I 75 I 62" I 49° v I 50° I 41" [ 3.3
Operating Temperature -10C - +50C Operating Temperature -10C - +50C
Dimensions 56 17,526 —= 75 Max 75.5) 17,526 ==
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*Described up to one decimal places.

COM PUTAR OPTICS G ROU P Specification is subject to change without any notice
East Coast +1.919.230.8700 | West Coast +1.310.222.8600 computa r.com






